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Chemical Milling Grades
All Certified with Chemical & Physical Analysis

Thicknesses
Most Common Sizes Readily Available

Alloys .001 .002 .003 .004 .005 .006 .007 .008 .010 .012 .015 .020 .025 .030
Width

F15 / Kovar * ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”

Invar, 36 Alloy * ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”&24”

42 Alloy ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”&16”

46 Alloy + + + + + * ✔ ✔ ✔ ✔ 12”

48 Alloy + + + + ✔ + ✔ .014 12”

49 Alloy + + + + + ✔ ✔ .014 + + + 8”/12”

52 Alloy + + + + ✔ + ✔ 12”

HYMU 80 + + ✔ ✔ ✔ .014 ✔ ✔ ✔ 12”

302 SS .0015 ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”&24”

304 SS .0015 ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”&24”

1008 or 1010 * ✔ * ✔ * * * * * * *
316 SS * * * * * * ✔ ✔ ✔ ✔ 12”&24”

Molybdenum (sheet only) ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ ✔ 12”&36”

SHEET COIL

Standard Packaging — 8” or 16” ID Core

Material Also Available in 
Flat Cut Sheets

✔ = From Stock

* = Within 2 to 4 Weeks
+ = Other Thicknesses Available 

With Sufficient Volume


